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Panel Insert Standard
Round

• Angled terminal screws for easy access
• Stainless steel screws with combination head

(slotted & Phillips)
• Can be used with custom panels
• Mounting by means of 2 screws at the front,

or with stainless steel bracket behind the
panel

• Temperature rating 200 °C / 400 °F
• Panel Punch available
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Panel Insert Standard
High Temp

• Angled terminal screws for easy access
• Stainless steel screws with combination head (slotted &

Phillips)
• Can be used with Hamitherm panels
• Temperature rating 350 °C / 650 °F
• Available in 2-pin and 3-pin version
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Panel Mini

• Available as panel set or assembled panel
• Horizontal from 1 up to 24 circuits
• Temperature rating 200 °C / 400 °F
• Aluminum front panel
• Flat surface

www.hamitherm.nl-info@hamitherm.nl

http://www.hamitherm.nl
mailto:info%40hamitherm.nl?subject=


HamiTherm BV –Jade 216 – 3316 LJ Dordrecht – The Netherlands
Tel. +31 (0)78 654 9976 – Fax +31 (0)78 651 4601 – info@hamitherm.nl - www. hamitherm.nl

Panel Mini
Locking

• Available as panel set or assembled panel
• Horizontal from 1 up to 24 circuits
• Temperature rating 200 °C / 400 °F
• Aluminum front panel
• Flat surface
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Panel Standard

• Available as panel set or assembled panel
• Horizontal from 1 up to 24 circuits
• Vertical from 1 up to 6 circuits
• Temperature rating 200 °C / 400 °F
• Aluminum front panel
• Flat surface
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Panel Standard
High Temp

• 1 up to 6 circuits
• Temperature rating 350 °C / 650 °F
• Stainless Steel front panel
• Available in 2-pin and 3-pin
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Panel Accessories
Panel Bracket

• Fits on high temp or ceramic connector
• Available for mini and standard
• Can be used to mount high temp or

ceramic connectors in custom panels
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M8-M12 Connector

• According to IEC 61076-2-101
• 4 pins, male, female an panel version
• IP-67
• M8 or M12 locking thread
• Gold plated brass pins
• Temperature rating –25 up to 90°C /

-30 up to 195 °F
• Soldering contacts
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Terminals
Barier Terminal Block

• From 1 up to 10 circuits
• Available in Type J, K, T, E, R/S, U and N
• Temperature rating 200 °C / 400 °F
• Terminals stamped with material identification
• Can be used with HT terminal lugs
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Terminals
Terminal Lugs

• Termination for T/C wire
• Available in spade- and ring-lug
• Type J, K, T, E, R/S, U
• Type N only as spade lug
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Terminals
Rail Terminal Block

• Terminal width only 5 mm
• Available in Type J, K, T, E, R/S and U
• Temperature rating 100 °C / 200 °F
• Mounting kit available:

– Rail 200 mm long
– End plate
– 2 end stops
– Identification 1 - 25
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Tools
Crimptool

• Solid handtool
• Suitable for HT crimpinserts 2,4 - 3,2 - 4,3 -

4,5 and 5,8 mm OD
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Tools
Panel Punch

• To make a round panel cut-out
• Punch splits slugs for easy removal
• 17,5 mm for PMIR
• 27 mm for PSIR
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